








Specification

102x72x12mm

i750 & i770: 78g*
i757 & i777: 859*
*approx. including lanyard

-10°C to +40°C
0-95% non-condensing
Quad-band GSM

850 MHz, 900 MHz, 1800 MHz
and1900 MHz

Sirf lll
60 hours (estimated)*

2.5 hours (estimated)*
*based on identicom i750

ABS plastic

(®\ Connexion2

LONE WORKER SECURITY « THE SAFEST OPTION

The product is designed to conform with this
specification wherever possible and applicable,
and is CE marked.

The product is designed to conform with this
specification wherever possible and applicable.

The product is designed to conform with this
specification wherever possible and applicable.

Maximum 0.5 W/kg

i767: VTJS10620
i770: VTJS10611
i777: VTJS10621

i757: 7467A-S10621
i770: 7467A-S10611
i777: 7467A-S10620

All specification statistics relate only to the
Identicom lone worker device.

Also available from Connexion2:
t-Series Identicom Range with online tracking,
Lone Worker Training and Consultancy Solutions

Unit 5, Carrera Court, Church Lane, Dinnington, S25 2RG
t +44(0)844 856 6606
f +44(0)844 856 6605
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Secured by Design

LR Oy

Palice Preferred Specification

identicom from Connexion2 has been awarded ACPO Secured by Design status.

ACPO accreditation applies solely when identicom is used in conjunction with a BS5979 Category Il monitoring/receiving centre.
Secured by Design, SBD and the Secured by Design logo are trademarks of and are solely owned by ACPO Crime Prevention Initiatives.
Connexion 2 is compliant through audit by NSI against sections 4,5 and 6 of BS8484.

BlackBerry® and related trademarks, names and logos are the property of Research In Motion Limited and are registered

and/or used in the U.S. and countries around the world. Used under license from Research In Motion Limited.




